CR-110 Revision History
*************************************************************************

V2.97

20090415


Found a bug in the Electric Defrost profile. Was looking at the wrong temporary register to see if temp_term was zero. This would cause unpredictable termination issues.

Also wasn't accounting for the possibility of CH8 temp being negative when looking at if aux2 > temp_term

*************************************************************************

V2.98

20090514


Wasn't shutting LO in shutdown mode

*************************************************************************

V2.99

20090518


In comp_freq PID mode, wasn't checking for 4-20 in, only 0-20.

*************************************************************************

V3.00

20090518


Forgot to change the 4-20 mA input span in the last change

*************************************************************************

V3.01

20090522


Had a problem where LO and comp fan #1 would flash on and off at startup. This would happen when there was no 4-20 in but the suction psi > LO_on. Wasn't initializing oldmode2 to standby at startup.

*************************************************************************
V3.03

20100208

Added a condition when going into defrost by the dort (defrost override timer $0E) in reverse hot gas profile. Would only go into defrost if in refrig. Now have to be in refrig AND the compressor has to be on.

*************************************************************************

V3.04

20100210

In Hot Gas Def profile, took out the requirement that LL be off and cwt_tim = 0 to turn on LO in Defrost

*************************************************************************

V3.05

20100430


In MA input mode, will clear the ext_420_ma input if input 6 is shorted and the comp_num > 1

*************************************************************************

*************************************************************************

V3.06

20100527

Changed hhpu differentials to 15 and 20, from 5 and 10.

*************************************************************************

V3.07

20100914

Changed the R407 table to a more accurate one. Moved R407 to profile = 6. Added a R507 table for when profile = 2.

*************************************************************************
