CR-110 VSC Revision History
*************************************************************************

V1.13

20090817

In VFD Comp profile, now will not go into pump down if parallel checked. 

In VFD Comp profile, now turn out7 and out8 on and off by comparing perout to E2 locations st7_on, st7_off, st8_on, st8_off

Changed setpoint input mode to simply look at if input 6 is shorted or not. It sets x420 = 100% when shorted, x420 = 0 for open.

*************************************************************************

V1.14

20090903

Added a QR string

Disabled the oil pressure alarm in profile 3.

*************************************************************************

V1.15

20090909

Fixed the discharge temp in the QR string

Out7 and out8 were flashing if the on and off points were 0.

Now, if in pumpdown, will go to refrig right away if IN6 closes.
*************************************************************************
V1.16

20100405

Now disable rla_fg alarm if rla_limit=0.
*************************************************************************

V1.17

20100503

Made CH5 a temp input when in Setpoint in_mode. If pid_mode=5, 4-20 mA out will be from pid loop, controlling between setpoint and CH5 temp.

*************************************************************************

V1.18

20100503

Fixed some bugs from last revision. 

Added A/D count of CH5 instead of just temp.

Added CH5 to WW string if in setpoint in_mode. 

Don't clear PID output if pid_mode=5.

Don't run pid_suction if pid_mode=5.

*************************************************************************

*************************************************************************

V1.19

20100505

Added CH5 temp to QS string

*************************************************************************

V1.20

20100506

Added LLS_off, LLS_on, SpanL, SpanU, ST1_Off, ST1_on, PID out to QS string

*************************************************************************

V1.21

20100514

Moved st7_off, st7_on, st8_on, and st8_off to E2 31-34 because Xbase doesn't read over $60.

The lead run time wasn't incrementing and was clearing the time since last defrost in standby. Fixed both of those.

*************************************************************************

V1.22

20100520

Moved st7_off, st7_on, st8_on, and st8_off back to E2 61-64.

Added timers to stage7 and stage8 to delay turn off or turn on when perout calls for it to be on or off.

*************************************************************************

V1.23

20100614

Had the scaling set to 1 in setpoint mode. Changed it back to 4.

*************************************************************************

V1.24

20100914

Changed the R407 table to a more accurate one. Moved R407 to profile = 6. Added a R507 table for when profile = 2.

*************************************************************************

V1.25

20100914

Now make min_out work for profile 2 and 3

*************************************************************************

V1.26

20110322


In profile 3, added pid_mode = 7 to mirror out a 0-20 mA signal proportional to the refrig demand

*************************************************************************

V1.27

20110418


Added a 2 VFD comp pid mode (pid_mode=2). This mode assumes two equal horsepower compressors and calculates the needed output and staging based on the refrig demand. The minimum hp needs to be entered in $45,46 and the max hp per compressor needs to be entered in $33,34. Those values need to be multiplied by 10 before entering. E2 $22, spanL, is also used and is the refrig demand point at which the lead compressor will kick on at min hp.

;*************************************************************************
