XT-70 P1 Onion Revision History
*************************************************************************

V2.63
20090326


Had a bug with the fan off routine. If the fan switch was off, it would cycle on and off.

Also now don't clear the remote control bytes when the on/off switch is off.

*************************************************************************

V02.64

20090624


Added timers to power fail and refrig fail. Refrig fail can be hard or soft alarm. 

Fixed power fail timer to 30s and refrig fail to -120s for now.

Remote control bytes are saved in E2 and restored if the system restarts.

Added 30s timer to low temp alarm

*************************************************************************

V02.65

20090723


In the MVG program, the change_mode routine was preventing the system from switching

to Standby when in Refrig and getting a refrig fail.

*************************************************************************

V02.66

20091007


Changed the cure routine to look at if osa < start rather than just looking at the cool_fg.

*************************************************************************

V02.67

20100506

Added On/Off humidity control to standard Onion program.

*************************************************************************

V02.68 
20100720

Changed upper limit of setpoint to 120.0 degrees

*************************************************************************

V02.69

20100809

For MVG, added a burn_diff ($3A) variable. If the burner output drops below burn_start - burn_diff, the BURN ouptut turns off until output > burn_start again. 

burn_diff defaults to 5%

*************************************************************************

*************************************************************************

V02.72

20100923

In the regular onion program, now look at osa humidity instead of cph when deciding whether to go into Cure mode or burner.

*************************************************************************

V02.73

20101025

Fixed a bug in the mcr. The mcr was continaully reloading if in cooling when the timer timed out.

When going into timed mode, now don't check to see if cooling available.

*************************************************************************

V02.74

20101109

Changed the change_mode_ob routine so that the system can change modes based on the min ref run timer instead of the min cool timer if in dehum mode. This allows the system to go out of dehum if output > rol quicker.

*************************************************************************

V02.75

20110426

Added an E2 value, hi_dev_reset $62, that allows the high deviation alarm to reset if set to 1. This only works if coming from refrig or timed.

*************************************************************************

V02.76

20110824

Had a bug in the MVG version that was allowing the BURN output to come on immediately when going into burner mode instead of waiting for the timer_burn to time out.

*************************************************************************
